Figure FABRICATED STEEL BUTTERFLY VALVES

number PN 6
DOUBLE FLANGED, DOUBLE OFFSET DISC, RUBBER SEAL RING,

o
6.3608 STAINLESS STEEL SEAT,WORM GEAR AND HANDWHEEL e
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APPLICATION AND TESTING

Nominal | Pressure Allowable working Test pressures [ bar ]
size rating pressure [ bar | at For neutral liquids, Shell & Seat
working temperature gases and vapours obturator | tightness
DN PN 70 °C P10,11,20 P12
200-1800 6 6 Enviroment temper. up to -10 °C 9 6,6
DIMENSIONS AND WEIGHTS
DN L D b k d n e | 1 I2 D+ H* |G* [kg]
200 230 320 20 280 | 18 8 - 45 240 305 200 180 70
250 250 375 22 335 | 18 | 12 - 45 250 315 200 180 90
300 270 440 22 395 | 22| 12 3 50 260 340 250 210 112
350 290 490 22 445 | 22 | 12 18 50 270 350 250 210 140
400 310 540 22 495 [ 22 | 16 30 63 300 400 315 250 175
450 330 595 22 550 | 22| 16 45 80 330 450 400 290 215
500 350 645 24 600 | 22 20 56 80 360 480 400 290 270
600 390 755 24 705 | 26 20 90 | 100 435 575 500 350 360
700 430 860 24 810 | 26 24 | 120 | 125 510 670 630 470 530
800 470 975 24 920 | 30 24 | 150 | 125 565 725 630 470 630
900 510 1075 26 1020 | 30 24 | 175 | 160 640 820 720 530 820
1000 550 1175 26 1120 | 30 28 | 205 | 160 700 880 720 530 1000
1200 630 1375 28 1320 | 33 32 | 260 | 200 850 1050 800 670 1500
1400 710 1630 32 1560 | 36 36 | 320 | 200 990 1190 800 670 2150
1600 790 1830 34 1760 | 36 40 | 380 | 250 | 1080 1300 | 1000 780 3000
1800 870 2045 36 1970 | 39 44 | 435 | 250 | 1200 1420 | 1000 780 3750

*not obligatory
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APPLICABLE STANDARDS STANDARD VALVE MATERIALS

Technical requirements EN 593 ltem | Part name Material type Mat. number
Face-to-face qlmen5|ons:FTF14 EN 558-1 01 |Body Carbon et 10038
End connection:Flanges PN 6 EN 1092-1 : ;
Marking of valves EN19 2 2Ty packing) SR .
P s TR 08 | Shaft Stainless steel 1.4021
Inspection certificate 3.1B EN 10204 - = £ on i) < [
02 |Body seat 13 Cr hardfacing 1.4015
05 [Sealingring | EPDM -
04 |Clamping ring | Carbon steel 1.0038
06 |Adjust. screws | Stainless steel A2 1.4301
NON - STANDARD ALTERNATIVES 27 |Plain bearing | Bronze CC 483K

This leaflet shown the standard design of the quoted valves,which meet the requirements in numerous cases of app-
lication.We can also supply non-standard alternatives,accessories and spare parts to meet purchaser's special requi-
rements according to the following list:

Special design

Ordering code Design short description

OF End flanges according to other standard or drawing

FB Machined flange back face or spot facing

BW Butt welding ends

SL Low - temperature body material

TE Seating surface from body material

AS Asbestos gasket and/or packing

0s Other gasket and/or packing material ( e. g. asbestos, PTFE )
SB Stuffing box

PS Stuffing box with outside springs

RP Sealing ring from NBR

RV Sealing ring from FKM

RT Sealing ring PTFE lined

AF Actuator attachment according to EN I1SO 5210 (group B)

Alternative operating devices

Ordering code Operating device short description

Cw Chainwheel
SC Stem cap (with or without T-key)
ES Stem extension set for burried service
EN Floorstand with extension stem for non-rising stem valves
UN Floorstand with universal-joint shaft for non-rising stem valves
EM Electric motor actuator, standard
AD Air cylinder actuator (for smaller valves only)
HD Hydraulic cylinder actuator
Accessories

Ordering code

Accessories short description

LB Lifting eye bolts
LS Limit switch assembly
AA Adapter for actuator attachment
FS Counter-flange set (comprising flange, gasket,bolts and nuts)
Spare parts
Ordering code Spare part short description
SR Sealing ring
58 Shaft packing (O-ring set)
PB Plain bearings
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