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Figure FABRIC. STEEL TILTING DISC CHECK VALVES PN 6
number
- DOUBLE FLANGED, DOUBLE OFFSET DISC, STAINLESS
6.418037.40 120 °C
STEEL TRIM, WEIGHT LOADED, CONNECTING FLANGE
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STANDARD VALVE MATERIALS
ltem| Part name Material type Mater. No.
01 | Body Unalloyed steel 1.0038
07 | Basering Unalloyed steel 1.0038
02 | Disc Unalloyed steel 1.0038 |[APPLICABLE STANDARDS
04 | Shaft Stainless steel 1.4021 Conformance to requirements EN 14341
06 | Bearing Bonze CC 483 K | Face-to-face dimension: Special -
08 | Sealing ring EPDM - End connection: Flanges PN 6 EN 1092-1
17 | Weight Unalloyed steel 1.0038 Marking of valves EN 19
05 | Body seat 13Cr-Mo hardfacing 1.4115 Testing of valves EN 12266-1,2
12 | Disc seat 13Cr- hardfacing 1.4015 Inspection certificate : 3.1B EN 10204

APPLICATION AND TESTING

Nominal | Pressure Allowable working Test pressures [bar]
size rating pressure [bar] at For neutral liquids, Shell & Seat
working temperature gases and vapours obturator | tightness
DN PN 120 °C P10,11,20 P12
800 6 6 Enviroment temper. up to -10°C 9 6,6
DIMENSIONS AND WEIGHTS
DN L D b k d n e H* G* [kg]
800 1100 975 24 920 31 24 - 750 670

* not obligatory
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